
STOPAQ 
VAPORBLOQ
Product Information
Product description:
Stopaq Vaporbloq is a vapour barrier wrapping material suited for 
dry applications. It can be used over thermal insulation materials as 
a primary vapour barrier over cryogenic insulation, pipes and vessels 
in the (petro-)chemical industry, applied to ducts and HVAC, and as 
a waterproofing membrane in buildings. It consists of an aluminium/
polyester laminated backing and a pure homopolymer polyisobutene-
based self-adhesive sealant with flame retardant properties. The 
laminated backing provides vapour barrier properties, and the 
polyisobutene-based self-adhesive sealant provides an excellent bond 
to virtually all types of substrates as well as to its own backing, thereby 
eliminating the risk of water vapour ingress at the overlaps.

Stopaq Vaporbloq was formerly known as Stopaq Insulwrap FR.

Features and benefits:
• Excellent water vapour barrier properties 
• Good puncture- and tear resistance 
• Resistance to low temperatures without getting brittle 
• Flame retardant adhesive sealant 
• Fast and easy to apply 
• Adheres to virtually all types of substrates 
• �Excellent long-term performance, even when continuously operated at 

maximum service temperature 
• Equivalent to CINI 3.3.06 type B 
• Meets ASTM E84 class I or A fire rating

Application examples
Cryogenic insulation: As vapour barrier on cryogenic thermal 
insulation materials on pipework and vessels e.g. as used in LNG plants.

Chemical and petrochemical industry: As vapour barrier 

on thermal insulation materials used in chemical and petrochemical 
industry for both hot and cold pipes, fittings, vessels, etc.

HVAC: As vapour barrier on thermal insulation materials used on HVAC 
pipes, ducts, etc.

Building: As vapour barrier membrane in building constructions e.g. 
around windows, doors, walls, etc.

General order information 

Product Stopaq Vaporbloq is available on rolls with various 
widths and lengths, packed in cardboard boxes. 

Product dimensions and content: 
100mm x 10m [4”x33’], 6 rolls/box, 180 rolls/pallet 
150mm x 20m [6”x66’], 2 rolls/box, 128 rolls/pallet 
600mm x 10m [12”x33’], 1 roll/box, 50 rolls/pallet 
Please contact Customer Service for ordering 
information. 

Handling Handle with care. Keep boxes upright. 

Storage Store indoor, clean and dry, away from direct sunlight in 
a cool place below +35 °C [95 °F]. 

Product properties of Stopaq Vaporbloq

Thickness Laminated backing: 
− Aluminium (inside) 25 μm [0.98 mils] 
− Polyester (outside) 23 μm [0.91 mils] 
Total: 1,0 ± 0,1 mm [39 ± 4 mils] 

Weight per area 1,58 ± 0,15 kg/m² [0.32 ± 0.02 lbs/sq.ft]

Temperatures Operational: -45 to +70 °C [-49 to +158 °F] 
Application: above +5 °C [+41 °F]

Water vapour 
permeability

Max. 10-6 g/m².h.mmHg (ASTM E96 proc. E)

Tensile strength ≥ 150 N / 5 cm [34 lbf / 2 in.] (EN 12311-2 
method A)

Adhesion at overlap T-peel at 180° and 100 mm/min [4”/min.] 
(ISO 21809-3:2016 Annex L): 
− at +23 °C [73 °F] > 0,2 N/mm [18 ozf/in.] 
− at +70 °C [158 °F] > 0,02 N/mm [1.8 ozf/
in.] 

Shear resistance at 
overlap

At shear rate of 100 mm/min [4 in/min] (EN 
12317-1) 
− at +23 °C [73 °F] ≥ 200 N / 5 cm [45 lbf / 
2 in.] 
− at +70 °C [158 °F] ≥ 40 N / 5 cm [9 lbf / 
2 in.] 

Fire rating ASTM E84 class I or A. Typical results: 
− Flame Spread Index: 0 
− Smoke Developed: 10 

Application instruction – Brief version 

Specific Stopaq application instructions are available upon request. 

Substrate cleanliness The surface must be dry, clean and 
protected against negative weather 
influences. 

Installation Cut the product to size, apply and mould 
it onto the surface. A minimum overlap 
onto itself of 50 mm [2 “] is recommended. 
Gradually remove the release liner during 
installation. This will facilitate application and 
will minimize creasing and wrinkling. Avoid air 
inclusions, tenting and bridging at overlaps. 

Information 

Documentation Extensive information is available on our 
website www.stopaq.com. Application 
instructions and other documentation can 
be obtained from local distributors, by 
contacting Customer Service, or by sending 
an email to stopaq@henkel.com 

Certified staff Application of the described coating system 
should be carried out by certified personnel. 
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DISCLAIMER: Henkel warrants that the product conforms to its chemical and physical description and is appropriate for the use stated on the technical data sheet 
when used in compliance with Henkel's written instructions. Because many installation factors are beyond the control of Henkel, the user shall determine the suitability 
of the products for the intended uses and assume all risks and liabilities in connection herewith. Henkel's liability is stated in its General Terms and Conditions of Sale. 
Henkel makes no other warranty either express or implied. All information contained in this technical data sheet is to be used as a guide and is subject to change without 
notice. This technical data sheet supersedes all previous data sheets on this product. 

Henkel Nederland B.V.
Jaarbeursboulevard 284, 
3521 BC Utrecht, the Netherlands

Customer Service
Gasselterstraat 20, 
9503JB Stadskanaal, the Netherlands
Tel.: +31 599 696 170;
Email: stopaq@henkel.com
www.stopaq.com
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